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Feder-Schnellschlussventil Quick-closing valve
Kompakte Bauweise, Eckform Compact design, spring-loaded, angle pattern
. Flanschbohrungen nach DIN EN 1092-1 PN 25 .. Flange drilling acc. to DIN EN 1092-1 PN 25

- Application: For different kind of liquids, mainly fuel ail,
diesel oil, heating oil and water.

. Operation mode:
Locally manual operation,

remotely controlled hydraulically and pneumatically.

- Medien: Verschiedene Arten von Fliissigkeiten wie z.B.
Heiz-, Diesel-, Schwerdl und Wasser.

. Betétigungsarten:
Manuell am Ventil,

fernbedient hydraulisch und pneumatisch.
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Pos. / Bezeichnung AW-Nr o 33314 Pos. / Bezeichnung AW-NI‘ c 33314
Item / Denomination " Item / Denomination e
1 Gehduse / body GP240GH (1.0619) 6 Feder / spring SH (1.1200)
2 Oberteil / bonnet GP240GH (1.0619) 7 Dichtung / gasket Novapress Universal
3 Spindel / stem X20Cr13 (1.4021) 8 O-Ring / o-ring Viton / FPM
4 Kegel / disc X20Cr13 (1.4021) 11 Handrad / hand wheel FeP03 (1.0347)
5 Sitzring / seat bush X20Cr13 (1.4021) 12 Ausldser / actuator hydr., pneum. 9SMn28K (1.0715)
DN | L Hmax 4 @D @R @k n @d kg/kos
13 90 155 78 95 125 65 4 14 43
20 95 155 78 105 125 75 4 14 5,0 Type DN  Betriebsdruck / Temperatur /
25 |100 160 78 115 125 8 4 14 6,0 working pressure  temperature
32 |105 160 78 140 125 100 4 18 8,0 max. bar max. °C
40 |115 170 78 150 125 110 4 18 10,5
50 |125 170 78 165 125 125 4 18 125 ~ AW333l4 15- 50 25 140

Technische Anderungen vorbehalten / Alterations reserved







